
 

 

                                                                 
 

Technical File Instructions 

Color: Four color printer plotter (CMYK) except for any special colors for which it is necessary 
to indicate its reference (eg. the code of PANTONE®)The blacks for text and drawings can 
also be set as: 50% C, 50% M, 50% Y 100% K 

Font: Converted to paths, alternatively must be specified the family of the characters used in 
the file 

Format:    PDF, EPS generic AI, PSD, TIFF and JPG;  
                for multiple files is mandatory to send an archive in ZIP format. 

Size:   50x70 - Scale 1: 1 from 250 to 300 dpi 
 70x100 - Scale 1: 1 from 250 to 300 dpi 
 100x150 - Scale 1: 1 from 250 to 300 dpi 
 300x200 - Scale 1: 1 200 to 250dpi 
  

The file may be the scale of 1: 1 to 100 dpi; you can work in proportion, for example to build a       
100x150cm you can work at 20x30cm (esp. a reduction factor of 1: 5) the resolution should be    
calculated by multiplying to 5 (5 = 100 * 500 dpi) In particular, for files in Photoshop we 
suggest to limit the weight up to 150 Mb and save it in EPS. The parameters expressed are 
approximate and may vary depending the size    of the executive to implement. 

 
PDF: we recommend using Acrobat Distiller to print them or preprint (image    
compression in jpeg maximum quality). In case of the image (jpeg, tiff, etc.) inserted 
into PDF as an external link, please send those separately in order to avoid any errors. 

Color Profile: assign and incorporate the color to eventually use an Euro scale Coated or 
uncoated, we do not recommend the inclusion custom color profiles because being converted 
generate sometimes undesirable results. 

Layout: For the realization of the print layout, you can download the files with the shapes from 
the download section of the site www.resolfin.com  
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